OPTIONAL CAP BLOCK
GROUTED IN PLACE.

FILL IN VOIDS WITH

¥ TO ¥%-IN MINUS
CRUSHED ROCK OR PER
MANUFACTURER'S

RECOMMENDATIONS. \

BACKFILL BEHIND WALL

A MINIMUM OF 12-IN

WITH CLEAN, WELL
DRAINING GRANULAR FILL
PER THE MANUFACTURER'S
RECOMMENDATIONS.

AN VNN ARV

6—IN OF TOPSOIL OR GRAVEL
OVER GEOTEXTILE.

TOPSOIL

V)

H
TOPSOIL
COMPACTED MIN. 4—IN DIA. PERFORATED RIGID
GRANULAR PIPE (HDPE TRIPLE WALL OR BETTER).
BASE SLOPE TO DRAIN AND CONNECT TO
STORM DRAIN SYSTEM. PROVIDE
CLEANOQUTS.
NOTES:

1. MODULAR BLOCK WALLS OVER 4-FT IN
HEIGHT AND GEOGRID REINFORCED WALLS
SHALL BE DEISGNED BY THE CIVIL OR
GEOTECHNICAL ENGINEER.

HEIGHT; VARIES

4" MAX

BASE HEIGHT, VARIES
6" MIN
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